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System Overview

The Michigan Instruments’ PneuViéBystem is comprised of a PneuView Lung simulator
(multiple models available), a PneuView Electroriedule, and PneuView Software which
acquires and interprets data from the Electronicslile.

This system is intended to provide an adjustaldssipe, mechanical simulation of human lungs
and allow for the interpretation of data from tiawated lungs and airway during ventilation.

Common Applications

The simulation and data gathering capabilitiehefPneuView System make it an ideal tool for
applications such as:

Training healthcare professionals on the use oh@gcal ventilators and other
respiratory support devices

Periodically testing on the proficiency in use aéchanical ventilators and other
respiratory support devices

Designing ventilation devices and other equipmelated to lung ventilation
Performing periodic functional testing on mechahveantilators and related equipment
Diagnosing and Troubleshooting device malfunctiang limitations



The PneuView Electronic Module

lw The PneuView Electronic Module is the interfacenssn the
@ Pneuview3 =« PneuView lung and the PneuView software. This n@@ubuilt into
; ' ‘ the lung as shown on the left. It incorporatesguee transducers,
B . ®-=" environmental sensors, signal conditioning anday&d-digital
= converter circuitry. The Electronic Module commeates with
PneuView software installed on a computer.

During ventilation, the software captures and prneseesal-time data, displaying numerical and
graphical resultsThis data can be graphed, tabulated, or digitekyprded, then retrieved for
later review and analysis. PneuVigsoftware is exclusively designed to be used with
Michigan Instruments’ PneuView3 generation of lungs

Data Acquisition & Analysis

The PneuView software uses pressure data and diteetly measured environmental data to
make calculations of timing, volume, and flow paedens. Pressures are “sampled” at a rate of
500 Hz (500 times per second) using high resolyti@ssure transducers connected to the
airway and lung(s) of the PneuView lung. This i@data is used to calculate a variety of
ventilation parameters.

This pressure data is then plotted and processed kisown compliance characteristics
(volume-pressure relationship) over time to caliutaeath-to-breath volume and flow values.

PneuView System Breath Calculation Engine Overview

500 Hz / Normalize
Serial Data Curve fitting
Data > Buffer > Serial — and scale —— and artifact
Stream Decoder pressure .
(16 kB) filtering
(USB) values

Airway Pressure and Lung Pressure Data Streams

Solve system

of differential Volume Data
equations P gueom >
Calculate 1% describing
& 2™ time mechanlcalf Breath B P ~
miE properties o s ( reath Parameter
derivatives of the test lung Pars'mg Calculation
pressure Algorithms

(by
continuous - -
integration - N ow Data
4" Order RK Stream

method)

!

Compliance
Characteristic
Calibration
Tables

signals

\ 4




Accuracy of these measurements and calculatiopéaglisd by the PneuView software is
dependent on the following:

1. Proper calibration of the PneuView lung
Of particular importance is the performance andcation of the lung’s Compliance
Spring(s) on the unit. (Michigan Instruments recoends that PneuView lungs be
calibrated by a factory-authorized service proviaedeast every 2 years to confirm their
calibration and performance.)

2. Proper setup/configuration of the software wheruaoty data. Especially important is
ensuring the lung compliance is entered correatlyhe main PneuView screen, but

settings of Gas Standard and Atmospheric Prestaoghkay a role in accuracy.

Measured and Calculated Data -

Standard PneuView Notations and Nomenclatures

Paramete Notation/Nomenclatui Units Resolutiol
Breath Rat Breaths/Min or BP} Breaths/Mit 1 BPVM
Tidal Volume INSP or EXP TIDAL mL 1mL
Minute Volume MINUTE L (liters) 0.1L
Rea-time Volume VOLUME mL 0.1 mL
Peak Inspiratory PEAK INSP L/min 0.1 L/min
Flowrate

Rea-time Flow FLOW L/min 0.1 L/mir
Airway Pressur PEAK PROX cmH2C 0.1 cmH2(
Right and Left Lung R LUNG cmH20 0.1 cmH20
Pressure L LUNG cmH2C

PEEP Pressu PEEF cmH2C 0.1 cmH2(
Inspiratory Tim INSP TIME second 0.1se
Expiratory Time EXP TIME second 0.1se
Insp. to Exp. Rati I:E RATIO - 0.1:0.1
Oxygen Percenta FiO2 % XX%0
Lung Temperatul LUNG TEMF C xx C
High (Supply) Pressul HIGH psi 0.1 ps




Unpacking Your PneuView System

Upon receipt and unpacking of the PneuView Systespect the lung and all accessories for
damage or missing components. If you find damageissing items, contact Michigan
Instruments immediately.

Standard Components and Accessories
PneuView Systems are shipped with the followingd#ad accessories*.

PneuView Lung

PneuView Lung Accessory Kit

Carrying Case (Optional)

12V DC Power Supply for PneuView Electronics Module

USB Communication Cable (USB 2.0 A-B configuration)
PneuView Manuals and Installation Software (on U&sh Drive)
Certificate of Calibration with Final Test Data

Laptop Computer with latest version of PneuViewsafe installed**

*Shipped with listed accessories, unless othergjgeified and arranged prior to shipment.
**|_aptop Computer supplied with a PneuView Systetmeve allowed by manufacturer’s distribution policy.

PneuView Lung Setup

The setup for the PneuView lung is described i©aeration Manual separate from this
Software Manual. Both manuals can be found orfléisé drive included with the accessory Kkit,
or downloaded from Michigan Instruments’ websuitevw.michiganinstruments.com

Computer Requirements for PneuView3 Software

Intel Core i3 (or higher) Processor

8 GB Memory (minimum)

256/500 GB Disk Drive (SSD/SATA-HD minimum)
1366x768 pixel resolution (or higher) Display

Intel HD Graphics 5500 (or higher)

Windows 8.1 (or higher) Operating System (32 ob&j
1 available 2.0 (or higher) USB port



Limitations of Liability

Michigan Instruments (MI) warrants that the Pnewy@esoftware will conform to the published
specifications and documentation if it is used @omputer system for which it is designed. Mi
also warrants that the supplied distribution meagid documentation are free from defects in
materials and workmanship for 90 days after dejivevll will replace defective media or
documentation at no charge, provided the itemtigmed to MI within 90 days of delivery.

Except as provided above, Ml makes no warrantgprasentation, implied or expressed, with
respect to this program or documentation, includivegr quality, performance, merchantability,
or fitness for a particular purpose.

Because computer programs are inherently compléxray not be completely free of errors,
you are advised to verify your work. In no evemt] Ml be liable for direct, indirect, special,
incidental, or consequential damages arising otli@possibility of such damages. In
particular, Ml is not responsible for any costduiiing, but not limited to, those incurred as a
result of lost profits or revenues, loss of uséhefPneuView® software or computer hardware,
loss of data, claims by third parties or for otkienilar costs. In no case shall MI’s liability
exceed the amount of the purchase price.

Software Installation Procedure

If the complete PneuView System was purchasedtapecomputer that has the PneuView
software installed may be included. If this is tase, proceed to “Making Connections” and
“Launching PneuView” sections.

The latest version of PneuView software is avaddldm Michigan Instruments, supplied on a
USB flash drive.

Follow the procedure below to complete the softwaséallation:

Step 1: Insert the flash drive into a USB port onrycomputer.
Step 2: Copy the PneuView3 folder onto the compdesktop.

The following subfolders and their contents caridued inside the PneuView3 folder.

Info - promotional brochures and videos for Michigastioaments’ products
Install — the setup file to install the PV3 software

Manuals — TTL and PV3 software operation manuals in .jpdfrfat

Pictures — a picture of each available model to use fokubgswallpaper if desired
Videos— instructional videos for the TTL and the Pnewd8esoftware

Michigan Instruments .com— a shortcut to our website



Step 3: Open the Install folder and double-clickloa setup file.

During the installation you will be asked wherartstall the software. After the installation is
complete, you have the option to launch the PV3vzok.

Making Connections

Step 1: With the lung set up as desired, connecl#v DC power supply to the PneuView
Electronic Module.

Step 2: Connect the lung to a computer running Pissusoftware using the USB cable
provided with your system.

+
PneuVi ¢
e PneuView®3 £,
USB 0, .
‘B« @
= °

Serial Number

12v DC
1.25A

Step 3: Flip the switch on the PneuView Moduleh® ©On position. A green LED indicator on
the switch will light up to confirm power to theitin



Launching PneuView

During PneuView software installation, an icon tarsPneuView is created on the computer’s
desktop. Double click on the PneuView3 icon tmiguthe PneuView application.

PneuView may also be launched by locating the Preu®folder in Program Files and double
clicking the PneuView3 application file in that dieir.



PneuView Setup ScreeifWhen Connected to Lung)

PneuView3

Lung View

@ Single Lung

Expected Breath Rate
@®0-100 bpm O100+ bpm

Gas Reference Conditions

@ ATPX OATPD OBTPS OSTPD

Barometric Pressure

|:| I've removed all pressure from my test lung(s).

When launched, the PneuView Setup Screen appeapicfared above).

You must make selections or entries for the follogviields. If you do not see the above screen
check that the power switch on the lung is turnedid the USB cable connection to the
computer is secure.

Lung View

Select the desired lung(s) for data acquisitionsihg a single lung, this selection is
automatically set and no selection is required.

Expected Breath Rate
Select the anticipated breath rate range. The mgpaoe 0-100 or 100+ breaths per minute (bpm).



Gas Reference Conditions

Selects reference values. The options are:

ATPX - AmbientTemperature anBressure, RelativeX() humidity (Actual Conditions)
ATPD - AmbientTemperature anBressure, Dry (Actual Temp, 760 mmHg, 0% humidity)
BTPS — Body Temperature, Pressure, Saturated (FJB8mmHg, 100% humidity)

STPD -StandardT emperature anBressurePry (21°C, 760 mmHg, 0% humidity)

Barometric Pressure

Set reference barometric pressure. This will belfine-tune the pressure, volume and flow
readings displayed by the lung. Please note timteéference does not affect the oxygen sensor
reading.

PneuView3

Lung View

@®Single Lung

Expected Breath Rate
@0-100 bpm O100+ bpm

Gas Reference Conditions

@ATPX OATPD OBTPS OSTPD

Barometric Pressure

760.00

E I've removed all pressure from my test lung(s).

START




CAUTION: Before selecting “START”, confirm thatéHung is at zero pressure (open to
atmosphere). Selecting “START” while the lung i&lar pressure will result in incorrectly
calculated values.

Once confirmed, check the box “I've removed allgstge from my test lung(s).” then click the
“START” button to advance to the Main Screen feeldata acquisition. Pressure/ventilation
may now be applied to the lung.

PneuView Setup ScreeifWhen Not Connected to Lung)

If the PneuView lung’s Power Supply is not pluggedr turned on, “START” may still be
selected to enter the Main Screen without strearimeglata. The only function available in this
mode is Playback, where a previously saved recgndiiay be opened and played.

PneuView3

No Device Connected

START

RECONNECT

If the lung is turned on and the USB data cabf@aperly connected, “RECONNECT” may be
selected to launch the full PneuView Setup Screen.



PneuView Main Screen

All data acquisition modes are initiated in PnewwgMain Screen, as shown below.

REFERENCE CONDITIONS
SingleLung ATPX  760.00 mmHg comruance (LN -) m's'

PEAK INSP

22.7

Umin

# Take Snapshot (0)

PROXIMAL PRESSURE PEAK PROX
15 A ()
) /

Trend Test 10/ 1 /|

4 Configure

|
s (L

P Start

Playback

* Load Recording

Other

1 Reconfigure Device

INSP TIME EXPTIME LE RATIO LUNG TEMP

15s 35: 1:24 23

The Main Screen is divided into the following reggso

Breath-to-Breath Values
1) Peak Inspiratory Flow
2) Peak Proximal (Airway) Pressure
3) PEEP Pressure
4) Tidal Volume (Inspiratory)
5) Tidal Volume (Expiratory)
6) Minute Volume
7) Breath Rate
8) Inspiratory Time
9) Expiratory Time
10) I:E Ratio

High Pressure — when using th
DISS High Pressure Port
located on the side of the lung

D

Real-Time Values
11) FiO2
12) Temperature (lung)
13) Tidal Volume (Right and Left if working with Du&dult lung)
14) Proximal (Airway) Pressure
15) Lung Pressure

VOLUME 190.5 mL PROX 5.7 cmH,0



Reference Conditions

16) Gas Standard

17) Barometric Pressure
18) Compliance Setting (Right and Left if working wiflual Adult)

19) Resistance Setting (Right and Left if working widbal Adult)

COMPLIANCE RESISTOR

REFERENCE CONDITIONS
Adult Lung ATPX 760.00 mmHg

PEAK INSP

sy | 39.3

| L]
Nadddd

PEAK PROX

14.6

INSP TIDAL

417

WA

The waveforms displayed are Flow, Pressure, andrnvel
The Y-axis can be scaled for optimal viewing byngsihe scaling icon in each

waveform. ")
The X-axis of the display is set for 20 seconds.



Modes of Operation

PneuView software offers the following “Operatingptes” to view, record, store, and review
ventilation data.

Live Data Acquisition Mode

This mode is the initial default running mode okogtion when a powered PneuView lung is
connected via USB to a computer running the Pnem¢@ftware. Real-time data is displayed
on the screen. The accuracy of the data is depépndehe variables mentioned in the “Data
Acquisition & Analysis” section. Additional modes$ operation can be accessed from the Mode
Selection Menu located on the left side of the Maaneen.

Record Mode

This mode is available to record a “run” of lungtiation data. All
raw data is saved during a recording session. ube determines the
Start and End points of a recording.

Snapshots Snapshots Mode

% Take Snapshot (0) This mode is used to “grab” a set of numeric datamit appears on
the screen. There is no limit to the number opshats that can be

taken in a session. They are saved in a .csux¢ table format and

can be viewed with a spreadsheet application.

Trend Test Trend Test Mode
This mode is used to look at the values for thesuesl and calculated
ventilation parameters over an extended period.

Playback Playback Mode

% Load Recording This mode is used to replay previously saved rengsd The
Playback mode is stand alone and does not reqamargection to the
lung.

Other Other

# Reconfigure Device The “Reconfigure Device” option, as of this releasestill under
construction. If selected, an “Oops...” error witlooir and lock up.
You will need to close the PneuView softevand re-start it.




Operating Modes How-To Guides

With live data being streamed and displayed orMh& Screen, all modes of operation are
available. If the PneuView software is loaded antlacquiring live data, only the Playback
mode will be active and available for selection.

Record Mode

PneuView software allows recording a “run” of véaition data, as seen in real time by the
system. This recording can be retrieved and replay the Playback mode as described in the
following pages. Recordings can be from less thaacond to many hours in length. This is
only limited by the available memory or other capts of the computer being used.

During recording, the raw, real-time data beingteegal by the software is held in the volatile
memory of the computer. It is not saved as aufiigl the “Save” option is selected. When
saving a recording, the file is written to the ltb@a of your choice.

Make a Recording
Step 1: Ensure setup and references are correct, andsdagéng actively acquired.

Check that the Reference Conditions, Compliancg Rasistance values shown on the Main
Screen are correct. Ensure that live data is bdisgglayed on the Main Screen.

Step 2: Select “Start” under Record in the Mode Selectanu.

Once a recording has started, the “Start” optidhdim (to disable) and
the “Stop” and “Notes” options will brighten (to &nle), making them
available for selection.

Step 3: Add a Note to your recording (optional)

Write a Note Notes may be added at any time during the record8eject
the “Notes” option under Record in the Mode Setatti
Menu each time you would like to add an entry thie
“Write a Note” dialog box, enter the desired not&elect
“Save Note” to close the box during the recording.




Step 4:Select “Stop” under Record in the Mode Selecticenivl

The “Write a Note” dialog box will always appeatafpressing “Stop”, but adding a note is
optional. Select “Save Note” to move on to savdiscard your recording.

NOTE: There is no practical limit as to the lengfra recording. It is determined by available
storage space and the processing capabilitieswfg@mmputer. During recording, the data is
held in the volatile memory of the computer, thattten to the specified drive when the file is
saved.

Step 5: Save the Recording

Once you click on “Save Note” in the “Write a Notdialog box, you are prompted to save the
file using normal Windows file-saving protocols @®wn below). By default, recording files

are saved with a .pv3 file extension. You maydeéi€ancel” to discard the recording without

saving.

M « Documents > MCC Tests 9-13-2016 v O Search MCC Tests 9-13-2016 P
Organize ¥ New folder == < 0
A -_—
& Downloads # A  Name Date modified Type A b
]
i Mockineses: & New folder 10/4/2016 11:46 AM  File folder T
= Pictures  # New folder (2) 10/4/2016 11:46 AM  File folder [
MCC Tests 9-13- Recordings for Screen Shots 10/4/2016 11:47 AM  File folder U
Pictures | ] MCC Test1 12-200-10-6-square.pv3 9/13/2016 10:21 AM  PV3 File
PV3 Screen shot: || MCC Test1 12-200-30-6-square.pv3 9/13 10:13AM  PV3File e
] 1 12-500-30-6- X 9/13 10:02 AM  PV3 File
Recordings for S J MCC Test1 12-500-30-6-square.pv3 ile
|| MCC Test1 12-900-30-6-square.pv3 9/13 10:05 AM  PV3File [—
¢& OneDrive || MCC Test1 12-1200-30-6-square.pv3 9/13/2016 10:08 AM  PV3 File
| MCC Test2 12-200-30-6-decel.pv3 9/13/2016 10:25 AM  PV3 File
[ This PC - PV a /
|| MCC Test2 12-500-30-6-decel.pv3 9/13/2016 10:28 AM  PV3 File v
= USB Drive (F:) v € > I."
File name: I UniVent Sample VI
Save as type: | PneuView3 recordings (*.pv3) N
A~ Hide Folders Save Cancel

It is not recommended to change the .pv3 extensi®®neuView will not retrieve and playback
recordings if saved with an alternate extension.



Playback Mode

Once recordings have been saved, they can bevetrand played back. The playback does not
require a connection to the PneuView lung. Thelfdak mode uses the raw data from the
recorded file to display waveforms and data, asse&s during the live data acquisition.

Playback a Recording
Step 1:Load a Recording and Play

While viewing the Main Screen, select “Load Recogdiunder
Playback in the Mode Selection Menu. You will merppted to select a
recorded file using standard Windows file selectpootocols. (Double-

) click a .pv3 file or highlight the file and clickOpen” to load the file to
Il Pause playback in the Main Screen.) The Play option Wi#n be enabled.

44 Restart

Playback

- Load Recording

’ L‘ a

Press “Play” under Playback in the Mode Selecti@anivito begin
playback of the recorded file.

= Notes

A Return to Live Data

Step 2:Pause, Restart, Notes and Return to Live Datagynliayback

Once the playback of a recording has started, #usé Restart, and Notes options become
enabled in the Mode Selection Menu. These opfianstion as follows:

“Pause” — Stops playback at its current point ard#es the waveform and readings display.
The Play option is then re-enabled. Press “Playésume the playback from its current point.

“Restart” — Begins playback from the start of teearded file.

“Notes” — Displays the notes saved with this recogcand may be selected at any time after
loading a recorded file.

“Return to Live Data” — Selection of this optionlMake you from Playback mode to live data
acquisition. This option is disabled if the conin&t to the lung is not active.

Snapshots Mode

PneuView software allows you to create a tablenffrmation by taking “Snapshots” of the
numerical data on the screen. These tabulatedbatgpcan then be exported to a .csv or .xlsx
spreadsheet for storage and review. The Snapstoais is often used for collection and
comparison of results against target or standé&tiohgs.



NOTE: The Snapshots mode only records numeridal atza single point in time. If waveforms
or a streaming data replay is desired, use ther@enode.

Make a Table of Snapshots
Step 1:Take a “Snapshot” to start a new table.

Snapshots While viewing live data on the Main Screen, prdss‘fTake Snapshot”
option under Snapshots in the Mode Selection Mersate the breath
data displayed. Breath data from the last displdyeath will be
recorded to the table each time the “Take Snapsipiidn is pressed.
The “Export to CSV”, “Export to Excel” and “Cleadptions are
enabled after the first snapshot is taken.

% Take Snapshot (0)

Step 2:Add snapshots to the table.

Continue to take snapshots as desired. The cot{rjtewill continue to increment the number
with each snapshot taken.

NOTE: There is no practical limit to the numbersagpshots that can be added to the table. Itis
limited by available storage space and processapglulities of the computer. During a

snapshot session, data is held in the volatile mgmmicthe computer, then written to the hard
drive when the file is saved.

Step 3:Press the “Clear” option to clear the Snapshats fihe data table in memory. You may
elect to do this at any time while taking snapsifotsu desire to scrap them and start over.
After saving results, it is recommended to cleargshapshots afterwards. The data table is not
cleared from memory automatically after saving thewailure to do so will result in subsequent
snapshots being appended to those that were sawed p

Step 4:Save results by selecting “Export to CSV” or “Exipm Excel”
options. The Export to Excel option will pop upax allowing you to
specify a Name and Notes prior to saving the file.

Step 5:Name and save your file. [~ ]

Once saved as a .csv or .xlsx file, the tabulateghshot data can be viewed, sorted, and
manipulated as allowed by the spreadsheet capedilit

NOTE: Comments or notes to a Snapshot file carddedin the spreadsheet being used to view
the table or results.



Trend Test Mode

PneuView's Trend Test Mode can be used to look@tbnsistency or variability of ventilation
parameters over time. This can be very usefuafgiications such as:

Troubleshooting intermittent ventilator performameeblems.
Confirming ventilator performance following repair upgrade.
Quantifying the variability of a ventilation device technique over time.

CAUTION: As a Trend Test is designed to run foreatended period of time, there are
precautions that must be considered. They arellasvt:

Screen savers should not be used as they may tesiitpnd Test ending it prematurely.
Turn Off Display setting in Power Options shoulddat to Never.

Sleep or Hibernate modes on the computer are thshbled.

Microsoft® Automatic Updates may schedule an auto re-boet afaking an update.
Consult with your IT or computer management suppersonnel to review what actions
may be taken to prevent auto re-boots.

When running a Trend Test, consider disconnechegomputer from the internet, either
by disabling the wireless network adaptor (or disezting the network cable). Always
consult with IT or your computer support departmwefore doing so.

The Trend Test can be used to track the followirggath parameters:

Breath Rat - Minute Volume
I:E Ratio
Inspiratory Time

Tidal Volume

Peakinspiratory Flov

Peak Proximal Presst Expiratory Time

PEEP Pressure - High Pressure (psi)



Run a Trend Test

Step 1:Configure the test.

Trend Test

#* Configure

P Start

To set up a Trend Test, select the “Configure”aptinder Trend Test in the Mode Selection

Menu.

The following screen appears.

Dieestury:
IR

Check box to include in Pass/Fail criteria .8 rget % Tolerance +/-Tolerance
OBreath Rate

OTidal Volume
OPeak Flow
OPeak Proximal
OPEEP

OMinute Volume

OL:E Ratio 1
OInsp Time
OExp Time

OHigh Pressure

Duration: 0 h Tm

‘s ! Accept Cancel
sample Rate (4 porminate_©) Lo

a.

Select “Choose Output Directory” to specify a déféalder to store the trend results
files (Summary and Running Log) which are storeccas files that can be read by most
spreadsheet applications. The path to the ddiadkir will appear in “Directory:”

Enter a “Test Name:” in the box provided. This reamill serve as a prefix to the trend
test result file names. By default, the date ameé tare appended to the file name after
the test is completed. Example “UniVent731 Runriog 2017-09-13 10.09.53.csv”



Choose Output Directory
Test Name:  UJniVent731

Check box to include in Pass/Fail criteria Target % Tolerance +/-Tolerance
[ Breath Rate | | |

OTidal Volume

CPeak Flow
OPeak Proximal
COPEEP

COMinute Volume
OI:E Ratio 1

OInsp Time

OExp Time

OHigh Pressure

Duration: Oh Tm

Sample Rate 'Z:_zl per minute °" m

c. Select the parameters that define whether thevi#sPass” or “Fail”.

Click on the box to the left of the parameter ndamselect and un-select the parameter.
All parameters are tracked during a trend testobiyt those selected are used to
determine the final Pass/Fail status of the tdsd. parameter is selected, a “Target” and a
“Tolerance” must be entered for that parameteru kay only choose one tolerance (%
or +/-) for each parameter chosen for Pass/FaiedAbox indicates a required entry and
the “Accept” button is disabled until all parametequirements are satisfied.

If desired, for reference purposes, a “Target” hayspecified for a parameter. Enter a
target and leave the box to include in Pass/Fadraa unchecked. The target value will
appear in the Trend Test Summary report. Evenafeaance value is entered, no range
for Low/High values appear in the report. Onlygraeters selected for Pass/Fall criteria
will have Low/High values calculated.

. Set the test “Duration:”. A test duration can rarfiggm 1 minute to 1000+ hours.

Select the “Sample Rate”.

The sample rate can be set for 60, 4, or 1 pertainDepending on the setting, the
software will record a set of numerical resultsrgvie 15, or 60 seconds and store them
in the trend results files.



Directory: C:\Trend Results
TestName:  UniVent731
Check bax to include in Pass/Fall criteria Target % Tolerance +/-Tolerance
= Breath Rate 12 1
= Tidal Volume 500 20
= Peak Flow 21 5
= Peak Proximal 14.8 10
x PEEP 54 1
xMinute Volume 5.8 2
=I:E Ratio 1: 2.4 10
xInsp Time 1.5 Hi
® Exp Time 33 75
OHigh Pressure
Duration: Oh 2 m
Sample Rate IZWJ

Other Commands:

“Clear All Values” — You may clear all of the erdsiin the configuration screen by selecting this
button. Essentially, this command lets you stantnfscratch.

“Save as Default Setup” — This button will saveetup as a default. The default setup will be
retrieved whenever you start a new PneuView sessitems saved in the default setup include
Directory, Test Name, Parameter Targets/Tolerarigesgtion and Sample Rate. The following
dialog box will appear to confirm the Default Setwgs been saved.

New Default Saved

g. Press “Accept” to accept the test setup and retuthe Main Screen. Pressing “Cancel”
will close the configuration screen and returnhi® Main Screen.




NOTE: If the configuration screen becomes truntated the Duration and Sample Rate are not
visible, click on the “Maximize” icon.

@ Preuviews - v3.2 [1.0.6430.25998) - (@ «x
et Lung ATFX. D00 g comeuance (] ResisToR
Directory: C:\Temp
= >
Test Name:  UnpiVent731
Check bax to include in Pass/Fail criceria T@rget % Tolerance +/-Tolerance
= Breath Rate 12 1
=Tidal Volume 500 20
= Peak Flow 21 5
= Peak Proximal 14.8 10
= PEEP 5.4 1
®Minute Volume 5.8 2
®L:E Ratio i [ 2.4 10 \
®Insp Time 1.5 d D
®Exp Time 3:5 B
OHigh Pressure

5.0 cmH,0 5 5.0 cmH0

Doing so will expand the PneuView window to fulfesen making them accessible again.
@ PreuViews - v3.2 (1.0.6439.25998) - x

Check box to include in Pass/Fail criteris TArget % Tolerance +/-Tolerance
®Breath Rate 12 1
®Tidal Volume 500 20
®Peak Flow 21 5
® Peak Proximal 14.8 10
=PEEP 5.4 1
®Minute Volume 5.8 2
=L:E Ratio 1z 2.4 10 \
®Insp Time 1.5 i
®Exp Time 3.5 75

OHigh Pressure

Duration: Oh 2'm
(4 per minute °)
N —

459.6 mL 10.8 cmH,0 10.5 cmH,0

Sample Rate




Step 2: Start the test.

Trend Test

#* Configure

P Start

Press “Start” under Trend Test in the Mode Seladiienu. Once “Start” is selected, a Trend

Test timer appears at the center top of the Maieestshowing

progress of the test. A test

status box is also displayed in the upper righbeoof the screen. This box displays the Time
Elapsed, Time Remaining, total Samples CollecteblaanOverall Status. The status will show

FAIL if any parameter falls outside of their stateterance.

REFERENCE CONDITIONS
Adultlung ATEX  0.00 mmHg TREND TEST 00:00:10

TIME ELAPSED 00:00:10

TIME REMAINING 00:01:50

PEAK INSP

60.7

SAMPLES COLLECTED

OVERALL STATUS

= riow |
' i M ) e i
g =1 d ]|' 'H T II J IHJ:E]
100 “I ‘|I‘ ||I ‘IJ I H
0 | ] | | y

40

- A

PEAK PROX

29.6

Playback

% Load Recording

INSP TIDAL

1352

mi

1371.. 1

6.4.

Other

INSP TIME FiD, SENSOR

1.5s

02 L/m

EXP TIME

3.6s

VOLUME

LE RATIO

1:24

159.0 mL

& Reconfigure Device

BREATHS/MIN

PROX 4.4 cmH;0

20+«

HIGH 0.0 psi

FLOW

Step 3.Stop the test.

A Trend Test may be stopped at any time by presStap”
under Trend Test in the Mode Selection Menu. Aficoration
dialog box will appear.

When the set duration for the test is completedsfop has been pressed), a
message appears to indicate the Trend Test ibédislt provides an overall |
Result (Passed or Failed) and displays the durafitime test. You may choose

to save or discard the test results. When “Saead iTest Sum

you are prompted to save two files, a Running Liogj @ Summary.

LUNG TEMP
21

RLUNG 4.5cmH,0

Are you sure you want to stop the trend
test?

Trend test finished.
Result: Passed
Duration:0:02:00

Save Trend Test Summary

Discard Results.

Il

mary” is selected




Step 4:Save the Trend Test results.

Trend Test results are saved in a .csv file forn@8YV files can be opened in a spreadsheet
application, such as Microsoft Excel®. When eittiend file is opened, all saved data is
available. At this point, the trend data can brenfatted and/or graphed.

Viewing Recordings, Tables, and Trend Results

Files are “saved” in the following formats:

PneuView File Type Format (Saved as...)

Recording Customized PneuView fil- Extension of .pv
Snapshot / Tab CSV* or Exce** file — Extension of .csv or .xx
Trend Test Fil CSV file— Extension of .cs

*CSV is a simple file format used to store tabukaagisuch as a spreadsheet or database. Fils @8V format
can be imported to and exported from programsdtwae data in tables, such as Microsoft Excel*OprenOffice
Calc. CSV stands for "comma-separated values".

**Excel® is a licensed spreadsheet application pod@f Microsoft Corporation.

The location of these files is determined by theruduring the setup of a Trend Test or at the
time of saving Recordings and Snapshot files.

Viewing Recordings
Recordings are viewed using the Playback Mode ssritbed in the earlier “How-to” section.



Viewing Snapshot Tables

A table of Snapshots is saved in a .csv or .xlsméd. These files are most easily viewed,
analyzed, and manipulated using Microsoft Exced eimilar spreadsheet program. The data is
shown below. Note that all settings and parametersecorded.

A | B D E F G | H I
1 Name Impact 731 - Tidal Volume Test
2 Date 9/14/2017
3 |Notes Test output at settings of: Rate 12, PEEP 5, I:E 1:2.5, and Tidal Volumes of 300, 600, 900, and 1200 mL.
4
5 Snapshot# Time LComp RComp LRes R Res BPM VT Insp VT Exp PIP PEEP
6 1 10:51:35 "0.05 Rp5 12 k11 11 1.4 5.5
7 2 10:52:14 "0.05 Rp5 12 620 620 "6.7 5.5
8 3 10:52:51 %0.05 Rp5 "2 914 914 H1.8 5.5
9 4 10:53:15 %0.05 Rp5 M2 "1211 1211 H7.4 5.6
10
11 Snapshot# Time Peak Flow Min Vol I-Time E-Time I:E Ratio Fi02 Temp P High
12 1 10:51:35 4.2 P90 14 XS ="1:2.65" 20 2 0.0
13 2 10:52:14 7.8 7471 L5 s ="1:2.43" "0 2 0.0
14 3 10:52:51 1.1 10733 "5 f3.5 ="1:2.42" 20 2 .0
15 4 10:53:15 ’53.4 4878 "5 f3.5 ="1:2.41" 20 2 .0

Data may be reformatted and edited to produce ¢kaeat! reports. (See sample below of a
reformatted Snapshot table using the above “rastiits.)

Name Impact 731 - Tidal Volume Test
Date 9/14/2017 | | Technician| M. Smith
Notes Test output at settings of: Rate 12, PEEP 5, I:E 1:2.5, and Tidal Volumes of 300, 600, 900, and 1200 mL.
Snapshot # Time RComp |[RRes BPM VTInsp |PEEP I-Time Pass/Fail
1 10:51:35 0.05 Rp5 12 311 5:5 1.4 PASS
2 10:52:14 0.05 Rp5 12 620 5.5 1.5 PASS
3 10:52:51 0.05 Rp5 12 914 5.5 1.5 PASS
4 10:53:15 0.05 Rp5 12 1211 5.6 1:5 PASS

Viewing Trend Test Results

Upon completion of a trend test, the data takehhweilstored in two (2) .csv files in the folder
specified in the trend test setup window (set lgkatg on the “Choose Output Directory”).
These 2 files are “Running Log” and “Summary”. ®atn be analyzed and formatted by
opening the .csv files created by a trend tesesé&Hiles are most easily interpreted via
Microsoft Excel or a similar program.

Trend “Summary’ Files

A “summary” file provides the basics of any TreneksT. All 10 trended parameters are shown
along with any target and tolerance that may haenlentered. The minimum, maximum, and
average of each parameter for the entire durafidinestest is shown, along with the time at
which the minimum and maximum were recorded.



A sample of the unformatted (raw) summary .csv daslnown below.

A B C D E F G H I

1 |Parameter Low Target High Min Avg Max Unit Min Time
2 |BPM 11 12 13 11.9 12 12.1 bpm 0:00:28
3 |VTInsp 475 500 525 483.9 486.9 491.3 mL 0:02:58
4 |Peak Flow Insp -- -- -- 21.6 21.8 21.9 L/m 0:03:38
5 |PIP Prox - - 14.2 14.3 14,4 cmH20 0:04:53
6 |PEEP 4 5 6 5.3 5.4 5.5 emH20 0:02:27
7 Min Vol - 5.864 5.969 6.069 L 0:02:43
8 |I:E Ratio 1:2.50 -- 1:2.48 1:2.47 1:2.45 1:x 0:04:03
9 |I-Time 1.3 1.5 1.7 1.4 1.4 1.5 sec 0:04:03
10 |E7Time =5 3.5 3.6 3.6 sec 0:02:12
11 |P High - -0.03 -0.01 0.03 psi 0:00:00
12

J K
Max Time Status
0:02:13 PASS
0:01:58 PASS
0:01:43
0:04:18
0:04:17 PASS
0:04:22
0:02:28
0:00:28 PASS
0:01:52
0:00:00

In the example above, BPM, VT Insp, PEEP and I-Timeee selected for Pass/Fail criteria.
These parameters show a Pass or Fail status fm#he€olumn. In this particular example, the
parameters show “PASS” based on the set TargeTaledance. Targets may be set for any
parameter and will appear on this report, but dnbse selected during the test configuration
will be used to determine the test’s Pass or Fails.

The data can be re-formatted or copied to a temmlaere the results can be displayed and
recorded as needed. A sample of the above datéoimatted trend summary file is shown

below.

|Test Name Quick Trend - Default Settings Unit Tested Impact 731-173456

Date 14-Sep-17 \ |

Duration: 5 minutes Sample Rate 1 per minute

Operatior M. Johnson ‘ |

Parameter Low Target High Min Avg Max Unit Min Time |Max Time|Status
'BPM 11 12 13 11.9 12 12.1|bpm 0:00:28| 0:02:13|PASS
VT Insp 475 500 525 483.9 486.9 491.3|mL 0:02:58| 0:01:58|PASS
|Peak Flow Insp |- - - 21.6 21.8 21.9(L/m 0:03:38| 0:01:43

PIP Prox -- -- - 14.2 14.3 14.4|cmH20 0:04:53| 0:04:18
\PEEP 4 5 6 5.3 5.4 5.5|cmH20 0:02:27| 0:04:17|PASS
Min Vol == ro z 5,864 5,969 6.069|L 0:02:43| 0:04:22

|I:E Ratio = 1:2.50|-- 1:2.48 1:2.47 1:2.45|1:x 0:04:03| 0:02:28
I-Time 1.3 1.5 1.7 1.4 1.4 1.5|sec 0:04:03| 0:00:28|PASS
E-Time == == = 3.5 3.6 3.6|sec 0:02:12| 0:01:52
Trend “Running Log” Files

When a “running log” trend file is opened, a dathlé¢ will be displayed in which the 10
parameters charted by a trend test appear acrassyiins. Each parameter is represented by
four consecutive columns displaying minimum, maximaverage and tolerance values,
respectively. If any of the first three valued @altside of the tolerance that was specified dyrin
setup, then the tolerance column will read “FALS@&}erwise “TRUE” will be displayed.



Rows on the data table represent data samples wortler that they were taken. Columns are
labeled with the name of the parameter that thpyeseent and appear in the following order:

Inspiratory tidal volume field (Columns A-D)

Peak flow rate field (Columns E-H)

Peak proximal pressure field (Columns I-L)
Inspiratory/expiratory ratio field (Columns M-P)

Breath rate field (Columns Q-T)

High pressure value field (Columns U-X)

Inspiratory time field (Columns Y-AB)

Expiratory time field (Columns AC-AF)

Positive end expiratory pressure field (Columns AGAJ)
Minute volume field (Columns AK-AN)

A sample of unformatted* (raw) trend running daahown below.

*In the illustration that follows, data was movexdane page for viewing purposes, but otherwiss, as it appears
when the file is first opened.



The information can be reformatted as needed. Aokaof formatted trend data follows.



Ongoing PneuView Software Development

Like most application software, there are alwayanges and improvements required to meet the
needs and requirements of both customers and opgpatforms. At Michigan Instruments,

we appreciate this fact, and understand that dpueat of our PneuView Software is never
“done”. We welcome your input and comments whearoihes to performance issues and any
new features that require our attention.

Updates and Support

If you need assistance or have questions don’tdiedb contact us by e-mail at
techsupport@michiganinstruments.coiYiou may also reach us by phone at (616)-554-2696
toll free (800)-530-9939.

Thank you for choosing PneuView!



